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C106051 19 DEC 2011 TCGT1 PIN NUMBERS, WIRE SIZE

D106471 18 FEB 2014 TCGREDRAWN AND UPDATED

E

PLC IQ

T1 T1

240V 25A

240V 16A

120V 35A

48V 100A

24V 150A

RATING

600Q433

600Q423

600Q343

600Q273

600Q183

70A 120/240V

50A 120/240V

60A 120/240V

50A 120/240V

CB1

4 AWG

6 AWG

6 AWG

6 AWG

6 AWG

T1

60A 240V

40A 240V

50A 240V

40A 240V

CB1

6 AWG

6 AWG

6 AWG

6 AWG

6 AWG

INPUT AWG

120V 50A

48V 75A

OUTPUT

600Q353

600Q263

70A 120/240V 4 AWG

6 AWG

60A 240V

40A 240V

6 AWG

6 AWG

480V

480V 45-50A 120/240V

250V

130V

130V

INPUT AWG
VR1

600Q43S 60A 120/240V600Q434

600Q42S 40A 120/240V600Q424

600Q34S600Q344 45-50A 240V

600Q27S 50A 120/240V600Q274

600Q18S600Q184 40A 120/240V

CB1

6 AWG

6 AWG

6 AWG

6 AWG

6 AWG

INPUT AWG

250V

130V

208V 60HZ (CODE 3)

45-50A 120/240V

600Q35S 60A 120/240V600Q354

600Q26S 40A 120/240V600Q264

230-240V 50/60HZ (CODE 4)

6 AWG

6 AWG

45-50A 120/240V

230-240V 60HZ (CODE S)

10
R1

10
R2

A

BPLC IQ

11 OCT 2006 TCGINITIAL RELEASE

11 JUN 2007 TCGUPDATED TABLE

OUTPUT AWG

6 AWG

6 OR 8 AWG

10 AWG

10 AWG

4 AWG

2 AWG

2X 4 AWG

NOTES
THIS CONFIGURATION IS USED FOR SINGLE INPUT MODELS RATED 208V OR 230-240V  (CODES 3, 4, 
AND S) EQUIPPED WITH INRUSH LIMITER.

MODELS WITH OPTIONAL BREAKER INTERRUPT RATINGS (MORE THAN 10KAIC) MUST BE EQUIPPED 
WITH INRUSH LIMITER.

CE MARKED MODELS COMPLIANT WITH EN61000-3-3 MUST BE EQUIPPED WITH INRUSH LIMITER.

COMPONENT LEADS THAT ARE NOT PART OF A WIRING HARNESS DO NOT HAVE WIRE NUMBERS.

CB1, T1, AND VR1 VARY WITH INPUT RATING. SEE TABLE 1 FOR DETAILS.

PRIMARY WIRE SIZES:
CB1-K1 CONTACTS-T1: SEE TABLE 1
T1 PRIMARY-K1 COIL: 22 AWG MINIMUM

1.

2.

3.

4.

5.

6.

7.

INPUT RATING 5.2KVA MINIMUM (25A AT 208V), 10.4KVA MAXIMUM (50A AT 208V).
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