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TABLE 1 INPUT COMPONENT SELECTION
GROUND LUG OUTPUT vRL SECONDARY 50/60HZ (CODE V) 60HZ (CODE 8)
RATING AWG T1 CB1 INPUT AWG TL cB1 INPUT AWG
12V 150A 130V 2X 4AWG 600Q08V 15A 480V 10 AWG N/A N/A N/A
24V 75A 130V 4AWG 600Q16V 15A 480V 10 AWG N/A N/A N/A
24V 100A 130V 2AWG 600Q17V 20A 480V 10 AWG 600Q178 15A 480V 10 AWG
24V 150A 130V 2X 4 AWG 600Q18V 25A 480V 10 AWG 600Q188 20A 480V 10 AWG
48V 50A 130v 6 AWG 600Q25V 15A 480V 10 AWG 600Q258 15A 480V 10 AWG
48V 75A 130V 4AWG 600Q26V 25A 480V 10 AWG 600Q268 20A 480V 10 AWG
48V 100A 130V 2 AWG 600Q27V 30A 480V 10 AWG 600Q278 25A 480V 10 AWG
120V 25A 250V 10 AWG 600Q33V 20A 480V 10 AWG 600Q338 15A 480V 10 AWG
NOTES 120V 35A 250V 6 OR 8 AWG 600Q34V 25A 480V 10 AWG 600Q348 25A 480V 10 AWG
THIS CONFIGURATION IS USED FOR SINGLE INPUT MODELS RATED 400-415V OR 480V (CODES V AND 8) WITH 120V{50R 250V SAWG 600Q35v_ || 35.0R 40A'480V SAWG 600Q358 S04%80Y) ORAWS
MORE THAN 10A INPUT CURRENT, WITHOUT INRUSH LIMITER. 240V 12A 480V 10 AWG 600Q41V 20A 480V 10 AWG 600Q418 15A 480V 10 AWG
RO AR e T R N CYSEE U ABIETNEOR DET AITSY 240V 16A 480V 10 AWG 600Q42V 25A 480V 10 AWG 600Q428 20A 480V 10 AWG
240V 25A 480V 10 AWG 600Q43V | 35 OR 40A 480V 6 AWG 600Q438 30A 480V 10 AWG
(NOTE DELETED)
PRIMARY WIRE SIZE: SEE TABLE 1. —
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